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B Water-proof pvc fabric

©) Led light

(3, Post
Motorised side screen

. Remote controlled

(£ Grounddrain
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Double Free Standing & Wall Mounted ( post)

Free Standing(post)

& Double vertical

Free Standin

g9
support Free Standing(post)
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;:ﬁfj': High temperature resistant to sunlight
' Long lasting

Anti-fouling coating on the surface ensures no dust
7/ = accumulation. Stain-resistant & easy to clean, mildew-proof
& moisture-proof

- Freely retractable, provide space privacy
"/ and broad vision

%: <9 Thick and durable
[{IZ:\ 100% shading and waterproof fabric

= It can also be used in adverse weather condition

Anti-UV surface treatment for double-sides _J' .
excellent self-cleaning. fser\

]
]

Effectively extend the service life
by more anti-UV ingredients. ' .

i —
-

PVC double-sided coating,
strong tear-resistant,
mildew-resistant and flame-retardant.

3lack treatment in interior
to offer effective shading.

UV §
95%

90% UV resistant 80% solar heat 90% black-out sunshade
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thickness:2.0mm thickness:1.6mm

materials: guide rail materials: horizontal tube
name: aluminum name: aluminum
specs: 60*110 specs: 40*60

thickness:1.7mm thickness:2.2mm
materials: front tube materials: post
& back tube name: aluminum
name: aluminum specs: 100*100

specs: 85%47.5
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materials: gutter tube

name: aluminum
specs: 125%130



