SGG r6 RANG TEMPERED KiNH day 4MM-CE / BS 6206 ngudi tiéu chudn
chat lugng

RO rang kinh thuy tinh luyén dugc cét kinh rd rang thanh kich ¢& tuy chinh, sau dé chuyén ching
vao temperd [0, ma cac Hé théng sudi dén gan kinh lam mém diém dd 700, sau d6 nhanh chdng lam mat
bang nudc, which cho bé mat ngoai cla thay tinh trong trang thai nén cao, va 16i hoac trung tdm thanh
kinh trong dén bu cdng thang. Qué trinh san xuat nay lam cho rd rang kinh thay tinh 1a mot kinh an toan la
4 - 5 1an manh han so véi binh thudng annealed kinh, dé la ly do tai sao tempered thuy tinh con dugc goi la
kinh an toan cing.

Xin vui long luu y rang kinh thay tinh khong c6 thé cat bat c&r thém, tham chi cd may mai canh hoac khéc
xtr ly. Do dé tat ca cac chi tiét thiét ké cla kinh gia cudng phai dugc xac nhan trudc khi san xuat hang loat.
Nhu canh danh béng, khoan 16, cat outs, vv.

Featurers:

1. sttc manh: kinh thay tinh luyén r6 rang la manh 1&n dén 4 - 5 lan so véi kinh thdng thuong annealed
ndi. Qua trinh toughening d& gidm dang k& nguy co v& nhiét.

2. v@ & an toan: khi breaken xay ra, ré rang kinh tempered sé pha v& thanh manh v khéi nho lam v hai
cho co thé con nguoi

3. da chuc nang: Bang cach thay déi cac loai bé mat kinh, kinh thay tinh cé thé van con cac tinh nang
cla thay tinh nay, trong khi dé stcc manh kinh. Vi duy, low-e tempered thuy tinh, né la nang lugng hiéu qua
nhung cling manh mé strengthed. N6 ciing cé thé dugc trang, cach nhiét va in cho cac yéu cau cu thé cua
khach hang khac nhau.

4. cat & danh béng: Tat ca cac loai canh, 16 va cat outs cho céc phu kién khac nhau. Chinh xac cat va do
ludng cla chiing toi ddy manh viéc thuc hién cac chuong trinh cai dat.

-

Ung dung:

Kinh thuy tinh dugc dinh nghia la kinh gia cudng da dugc diéu tri bang nhiét hay hdéa chat dé tang sic
manh cta né. Do do, n6 ¢ nhiéu loi ich va st dung ma lam cho néd mot ly phé bién dugc st dung trong
nhiéu dy an xay dung nha va thuong mai.

1. r6 rang tempered kinh 4mm rong rai dugc st dung truc tiép, ké kinh, kinh ctra s6, vv.

2. 4mm kinh tempered ré rang cé thé dugc nhiéu 16p véi mot thay tinh, bang, sé la moét tempered kinh dan
an toan cho kinh rao, mai nha kinh, tuong kinh, thay tinh

3. rd rang tempered kinh 4mm cling c6 thé dugc cach dién, dugc ki€ém soat nhiét va am thanh bang ching.

Théng s6 ky thuat:



Cung cap mat troi toan cau kinh tempered kinh véi day du mau sac, dé day va tinh chat.

1. kinh mau sac: rd rang, thém rd rang, md, dong, thay tinh mau xdm, mau xanh 1a cady, mau xanh, do,
trang, den, phan chiéu mau sac, in mau, va low-E tempered kinh.

2. thay tinh day: 4mm /5mm /6mm /8mm /10mm 12mm 15mm 19mm
3. kinh ¢é: Kich thudc toi thi€u 300x300mm, chiéu dai kich thudc t6i da 8000mm

4. canh cdng viéc: Can hd danh bdng canh, chamfer edge, vat canh, vay canh, OGEE canh, triple OG
edge va nhiing ngusi khac.

5. khoan 16: 16 dismater can phai I16n hon so véi thay tinh day.

6. cat outs: Tat ca cac loai cat outs cho cac phu kién khac nhau. Chinh xac cat va do ludng cla ching toi
day manh viéc thuc hién cac chuong trinh cai dat.

7. an toan goc: gdc an toan cé thé lam giam dang k& nhiing tén thuong cho con ngudi bdi cudc tan cong.

Chat luong:

1. PhU hop Vi céc tiéu chuén cla chau Au, Bac My va Trung Quéc: 1SO, CCC, CE, BS6206, EN12510, ANSI
Z97.

2. Cudng do cao va puer sach bé mat. Chon 40% kinh chat lugng cao rd rang cho toi.
3. Cac cong viéc tuyét voi vé chi tiét: min canh danh bdng, khoan 16 khoan dung + /-cach 0.9mm

4. tron g6i manh mé thung gé.

Chi tiét san pham:

Hinh anh san pham ré rang Tempered kinh 4mm:



Su khac biét giita Annealed kinh va Kinh thuy tinh luyén:

1. 4mm r6 rang, tempered kinh lam gidm nguy co bi chan thuong do ban chat cta né pha vé thanh miéng
nho, tron thay vi manh sac nét, Idm chém.

2. 4mm r6 rang bang windows la dé lam sach néu ho bao gid pha vé.

3. 4mm saftety cng kinh 1a 5 lan s&tc manh hon 4mm noi o rang kinh,



https://www.sggglassmanufacturer.com/vn/products/clear-float-glass.htm
https://www.sggglassmanufacturer.com/vn/products/Tempered-glass.htm
http://www.sggglassmanufacturer.com/vn/products/clear-glass-sheet-4mm-suppliers.html#.V_9wBeyEApY

D4y chuyén san xuat:

Furnace Cooler Tempered Glass
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Fast Cooling === Toughened Glass
Slow Cooling — Heat Strengthed Glass
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Loi hira cia chung t6i la ban nhan duoc 4mm rd rang kinh thuay tinh véi tinh trang cao chat
lugng va an toan tu chung toi.



